SS65 Sistema stirante - Steam station

Massima flessibilita d'uso, prestazioni professionali
2200 ed efficacia garantita con tutti i tipi di tessuto! _.\
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W Maximum flexibility, professional performance \-../
and guaranteed efficiency with all types of fabrics!
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Potenza: 2200W
Potenza ferro 850W , Potenza caldaia 1350W
Capacita caldaia 11t

Pressione d'esercizio: 3.5 Bar

Manometro per la visione della pressione d'esercizio
Manopola di regolazione vapore

Termostato regolabile

Volume di vapore emesso: 30-60 g/min

Tasto emissione del vapore con un potente getto
Accensione differenziata del ferro e della caldaia
Indicatori luminosi di funzionamento

Ferro professionale con impugnatura in sughero
Tappo di sicurezza antiscottatura
Dimensioni (mm): 330x290x240
Alimentazione: AC 230V ~ 50-60Hz

Item code: Cod. EAN

Vapore verticale

Funzione vapore
in continuo

Termostato regolabile

Power: 2200W

Iron power 850W

Boiler power 1350W
Boiler capacity 11t
Operating pressure: 3.5 Bar
Manometer for checking boiler pressure.
Knob for steam regulation

Adjustable temperature

Steam volume: 30-60 g/min

Separate switches for iron and boiler
Operation lights

Professional iron with cork handle
Safety cap

Dimensions (mm): 330x290x240
Power supply: AC 230V ~ 50-60Hz

$56500 ) 8056095870884

Peso Lordo (Kg) Peso Netto (Kg) Master Carton Pz.: Pallett Pz.:

4,8 3,82 2
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